
LEF Series
Loud Speaking Intercom System

Multi-station Open Voice Intercom



Your local Aiphone reseller:

LEF Audio Intercom

Loudspeaking Intercom

Features
• All master configuration, 4, 6 and 11 stations.

• Can be looped or star wired.

• Weather resistant door stations (up to ten door).

• Door release option (not available on LEF 3).

• Can be integrated with pan/tilt video monitors.

• Background music and all call option (all call only on 
LEF 10S).

• Desk mounting accessories available.

Cables
Refer to your dealer for cable specifications.

Specifications
Power Source 12 V DC. 

300mA per station.

Power Supply PS122. 

Wiring Multi-pair screened cable.

Distance

Diameter 0.65 mm 0.8 mm

LEF series 200 m 300 m

Terminal Boxes for Desk Mounting
LEW5 for LEF5
LEW10 for LEF10
LEW10S for LEF10S

NB. When desk mounting kits are used, it is not possible to
connect to video door stations and multiple door release
controls.

LE-D
Weatherproof
door station.

LE-DA
Flush mount
weatherproof
door station.

LE-A
Sub station.

LEF-5
5-call master
station.

LE-AN
Sub station
with privacy. 

LEF-10
10-call master
station.

LEF-10S
10-call master 
station with All
Call.

LEF-3
3-call master 
station.

BG-10C
All call, chime
and BGM
adaptor.

RYPA
Door release
relay.

Additional Options


